
ROOTBALL

DIAMETER

PLUS 1'-0"

WALL, CONCRETE, BLOCK, BRICK OR WOOD

4" HIGH WATERING BASIN BERM

ROOTBALL

3" MULCH

FINISH GRADE

FERTILIZER TABLETS OR PAKS

ROOTBALL MOUND, FOOT TAMP

PULVERIZED NATIVE SOIL

BACKFILL MIX (1/2 DEPTH OF ROOT BALL HEIGHT.)

70% PULVERIZED NATIVE SOIL,

30% APPROVED COMPOST

VINE PLANT
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VINE SUPPORT SYSTEM,

OR APPROVED EQUAL

SEE SPECIFICATIONS
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NOTES:

1.  ROOTBALL CROWN TO BE 1" ABOVE ADJACENT FINISH GRADE.

2.  WALL MOUNT SPACES AND CABLE REQUIREMENTS SHALL VARY DEPENDENT UPON WALL

     TYPE, DESIRED CONNECTION, POTENTIAL PLANT LOAD AND ORIENTATION.

3.  SINGLE WIRE FOR POST CONDITION.

4.  ACCEPTABLE MANUFACTURER: JAKOB INC., OR APPROVED EQUAL

VINE SUPPORT SYSTEM, OR APPROVED PRODUCT.

SUPPORT SYSTEM SHALL BE COMPATIBLE WITH

THE WALL SYSTEM

VINE PLANTING

4" HIGH WATERING BASIN BERM
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